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CONVERSION FACTORS

For readers who prefer to use inch-pound units, conversion
factors for the terms in this report are listed below:

Multiply By To obtain
centimeter gcm) 0.3937 inch (in.)
millimeter (mm) 0.03937 inch (in.)
meter (m) 3.281 foot (ft)
kilometer (km) 0.6214 mile (mi)
square centimeter (cm2?) 0.155 square inch 2in.2)
square kilometer (km2) 0.3861 square mile (mi2)
cubic meter {ms) 35.31 cubic foot (ft3)
cubic meter (m3) 0.0008107 acre-foot (acre-ft)
lTiter per minute 0.2642 gallon per minute

(L/min) (gal/min)
cubic meter per second 35.31 cubic foot per second
(m3/s) (fts/s)

National Geodetic Vertical Datum of 1929 (NGVD of 1929): A geodetic datum
derived from a general adjustment of the first-order level nets of both
t2e132;t8d States and Canada, generally referred to as Sea Level Datum
0 .

II1



CHEMICAL, GEOLOGIC, AND HYDROLOGIC DATA FROM THE STUDY OF ACIDIC
CONTAMINATION IN THE MIAMI WASH-PINAL CREEK AREA, ARIZONA,
WATER YEARS 1988-89

By

James G. Brown

ABSTRACT

Since 1984, hydrologic, geologic, and water-quality data have
been collected as part of a U.S. Geological Survey study of the occurrence
and movement of acidic contamination in the aquifer and streams of the
Pinal Creek drainage basin near Globe, Arizona. Ground-water data from
that study are presented for water years 1988 and 1989 and include
location, construction information, site plans, water levels, and chemical
analyses of water samples for seven groups of monitoring wells. Also
included are mineralogic and particle-size analyses of drill cuttings from
four wells. Surface-water data are presented for five sites and include
discharge measurements and chemical analyses of water. Monthly discharge
data are presented for one site. Monthly precipitation data and long-term
precipitation statistics are presented for two sites.

INTRODUCTION

Copper has been mined since 1903 from granite porphyry
adjacent to an aquifer in the Pinal Creek drainage basin near Globe,
Arizona (fig. 1). Contaminated ground water related to mining has long
been recognized in the area, but it was first quantified in 1983. Large
differences in dissolved-metal concentrations have been measured in the
interacting ground water and surface water of the Pinal Creek basin.

In the spring of 1984, the U.S. Geological Survey (USGS) began
a study of contaminant movement in the Pinal Creek drainage basin in
cooperation with the Arizona Department of Health Services and the Salt
River Project. An initial set of observation wells was drilled at five
sites in October 1984, and initial water-quality samples were collected in
November 1984. The objectives of the study are to identify and describe
the processes that control the movement and reactions of inorganic ground-
water contaminants, monitor the movement of the contaminants, and model
the movement of water and inorganic contaminants in ground water and
surface water in the basin. A major concern is how solutes and solids in
the system are transformed by each other in a complex environment. The
study focuses on the destination or fate of contaminants rather than on
sources of ground-water contamination. Since 1985, principal funding has
been provided by the U.S. Geological Survey Toxic Waste Ground-Water
Contamination Program. During the period of this report, the work was
done in cooperation with the Salt River Project and the U.S. Environmental
Protection Agency.
1
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The study area is in Gila County, Arizona, near the
communities of Globe, Miami, and Claypool; Globe is the county seat. The
area had a population of about 20,000 in 1980. Principal industries are
mining, tourism, public administration, and ranching. Pinal Creek flows
into the Salt River about 5 km upstream from the high-water line of
Roosevelt Lake. The basin is in the Upper Salt River (USR) ground-water
area (Boner and others, 1989, p. 302) and in Hydrologic Unit 15060103
(Upper Salt River) (U.S. Geological Survey, 1975). Miami Wash, a
tributary to Pinal Creek, drains the area that contains the most intensive
mining activity.

Purpose and Scope

The purpose of this report is to present hydrologic, geologic,
and water-quality data on the ground water and surface water of the Pinal
Creek basin near Globe, Arizona. Included in this report are chemical
analyses of ground water and streamflow, geologic and particle-size logs
of boreholes, records of stream discharge, and ground-water levels. The
data have been and are to be used in several interpretive reports in which
an exhaustive data summary would be inappropriate. In the interest of
completeness, some data that have been published elsewhere and selected
data collected by other agencies are included. This report includes data
for the 1988 and 1989 water years, which correspond to the period
October 1, 1987, through September 30, 1989. A few analyses of samples
collected during earlier water years were unavailable or incomplete when
Eychaner and others (1989) was published and are included in this report.

Relation to Other Reports

The geology of the Globe-Miami mining district has been
described by Ransome (1903) and Peterson (1962). Contaminated ground
water related to mining was first quantified in a study done by the
Central Arizona Association of Governments (CAAG), which is responsible
for water-quality management planning in Gila County. In 1979, CAAG
established a Mineral Extraction Task Force #METF) to study water-quality
problems in the Globe-Miami area. The task force included representatives
of mining companies, local governments, State and Federal agencies, and
the Salt River Project, which manages Roosevelt Lake. Principal funding
for the METF study was provided by the U.S. Environmental Protection
Agency, three mining companies, and the U.S. Bureau of Mines. The METF
study identified areas where contaminated water was present and probable
sources for the contamination. Results of the METF study were presented
in ten reports, of which three include data from surface and ground waters
(Rouse, 1981, 1983; Envirologic Systems, Inc., 1983).

Lithologic, water-quality, and water-level data collected as
part of the present study for water years 1984-87 were presented by
Eychaner and others (1989). Eychaner and Stollenwerk (1985) described the
distribution of contaminants in the aquifer and the principal geochemical
reactions on the basis of the initial data collection. Different aspects
of the study were presented at technical meetings of the Toxic Waste
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Program in 1985 (Eychaner, 1988a; Stollenwerk, 1988) and 1987 (Eychaner
and Stollenwerk, 1987; Stollenwerk and Eychaner, 1987). Eychaner (1988b)
presented an overview with additional geochemical and geologic data. Five
papers addressing work at the site were presented at a program technical
meeting in Phoenix, Arizona, in September 1988 (Eychaner, 1989a, b;
Haschenburger, 1989; Neaville, 1989; Stollenwerk and Eychaner, 1989). A
concurrent study that focused on the feasibility of remedial action in the
area was carried out by Hydro Geo Chem, Inc. (1989).

Acknowledgments
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permission to cross over, collect data, and install wells on their
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WELL NUMBERING AND NAMING SYSTEM

Each project well is identified by a two- or three-digit
number that denotes well number and group. For example, well 103 is the
third well drilled in group 100. Project well numbers that include the
characters EX represent exploration holes that were abandoned after water
samples and cuttings were collected; the EX holes were sealed with
concrete to their total depths. The site-identification number of each
well is the concatenation of its latitude, longitude, and a two-digit
sequence number that identifies the well in a 1-second grid. Well 103 is
thus identified as 332629110495803. In the land-net method of identifying
sites, well 103 is (A-01-15)09dbc3, which encodes the third site in
SWiNW}SE} sec. 9, T. 1 N., R. 15 E.

DATA COLLECTION

During the 1989 water year, the USGS drilled six wells in the
study area. One well was drilled in well group 100, and two wells were
drilled in well group 500. Two wells were drilled between well groups 400
and 500 (fig. 1), and were designated well group 450. One well was
drilled upgradient from the area of known mining activity for the purpose
of obtaining samples of uncontaminated ground water and aquifer material.
Three wells drilled earlier in the study went dry in 1988 or 1989.
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A1l holes completed as wells were cased with nominal
10-centimeter-diameter polyvinyl chloride (PVC) pipe. Factory-slotted PVC
pipe was used for well screens. Each borehole annulus to at least 0.5 m
above the screen was filled with washed pea gravel from uncontaminated
local alluvium. A layer of bentonite pellets from about 0.3 to about 1 m
thick was placed above the gravel in each well. The annulus above the
bentonite was filled with concrete grout or random cuttings, and the
uppermost part of the annulus was filled with concrete grout. A steel
security casing from 1.7 to 2.7 m 1on3 protects each well from
disturbance. Construction details for individual wells are included in
the "Basic Data" section of this report. The wells were developed by
jetting high-pressure air horizontally through the well screen to agitate
the gravel pack and formation and to airlift water and fine sediments from
the well. Development generally lasted 20 to 40 minutes and in most wells
ended when no further fine material was visible in the pumped water. Well
010 continued to yield muddy water after two development sessions that
included a total of about 3 hours of jetting. Well 107 continued to yield
muddy water after two development sessions that included a total of about
2 hours and 20 minutes of jetting. Both wells, however, yielded clear
water when pumped for sampling purposes.

Most field data and water samples were collected using
standard USGS methods. Boner and others (1989, p. 4-28) detailed the
methods of collecting, examining, and computing records of discharge and
water quality; defined terms related to streamflow, water quality, and
other hydrologic data; and described the downstream-order, latitude-
longitude, and land-net methods of identifying data-collection sites.
Explanations of modified or nonstandard methods used to collect data
or samples are included in this report. Well construction, water-level,
and grain-size measurements were made in inch-pound units and converted to
metric units (International System of Units).

Water samples were collected by installing a 240-volt electric
submersible pump and rigid PVC riser pipe in the well and pumping until a
representative sample could be collected. Discharge rate, water level,
pH, specific conductance, temperature, and dissolved-oxygen concentration
generally were monitored during pumping. Water samples were collected
only after at least three casing volumes of water had been pumped and the
values of each parameter had stabilized. Pumpin? rate, duration, and
drawdown are included in the data tables. Some wells were sampled with a
bladder pump, a 12-volt submersible pump, or a PVC bailer. The same
criteria for representative samples were applied.

At selected wells, R.W. Puls of the U.S. Environmental
Protection Agency collected water samples to study the impact of pumpin
rate, filter-pore size, and sampling atmosphere on analytica
concentrations of inorganic constituents (Puls and Eychaner, 1990). At
each well, samples were collected at two pumping rates that differed by a
factor of at least 13. Some samples collected at each rate were filtered
and bottled while exposed to air; others were filtered and bottled in a
nitrogen-filled glove box. In each sampling atmosphere, water was pumped
through filters that ranged in pore size from 0.03 to 10 microns. In
addition, unfiltered samples were collected in each atmosphere.



Data are presented for 36 project wells and include location,
construction details, site plan, water-level measurements, and chemical
analyses of water samples. Mineralogic and particle-size informatian from
drill cuttings are presented for wells drilled during water year 1989.
Mineralogic descriptions were based on microscopic examination of the
cuttings. Particle sizes were determined by wet sieving. Water levels
were measured with a chalked steel tape or a calibrated electric tape.
Some data for well (A-02-15)07cba also are included.

Chemical analyses of water from four sites along Pinal Creek
(fig. 2) are presented. Monthly discharge data and water-quality field
measurements taken in cross section are presented for Pinal Creek at
Inspiration Dam (09498400). Chemical analyses of water from recently
drained Webster Lake are included. More than 60 additional observations
of no flow and observations, estimates, and measurements of discharge at
various points in the basin during water years 1988 and 1989 are on file
in the project records.

Monthly precipitation data and long-term precipitation
statistics are presented for the two active precipitation-measurement
sites nearest to Pinal Creek. The data were assembled from published
climatological data reports and annual summaries (National Climatic Data
Center, issued monthly and annually, respectively). Because precipitation
data customarily are reported on a calendar-year basis, data for the full
ggégqﬂ;r years 1987 through 1989 are included to cover water years

CHEMICAL ANALYSES

Most chemical analyses included in this report were done by
the U.S. Geological Survey National Water-Quality Laboratory (NWQL),
Arvada, Colorado; by K.G. Stollenwerk, a geochemist in the U.S. Geological
Survey National Research Program (NRP), Lakewood, Colorado; and by R.W.
Puls, a chemist in a U.S. Environmental Protection Agency research
program, Ada, Oklahoma. Chemical analyses were also done by Kirk
Nordstrom and others in the USGS NRP, Menlo Park, California; and by the
Hydrology and Geosciences Departments at the University of Arizona. Where
analyses from multiple sources appear in the same table, they are
identified by a designated number in the laboratory column. If the
laboratory is not indicated, the analysis is from NWQL. In addition, most
of the water-gua]ity column headings include a five-digit parameter code,
which is used by the USGS computer system, WATSTORE, to uniquely identify
a specific constituent.

An ionic balance was computed as part of the review of
laboratory results (Hem, 1985, p. 164). The balance was computed as:

T cations + = anjons * 100 percent,



where

T cations = the sum of the concentrations of all positively charged
jons, in milliequivalents per liter, and

= anions = the sum of the concentrations of all negatively charged
ions, in milliequivalents per liter.

A1l ionic species determined in the analysis were included in the
computation. Iron was assumed to be in the +2 oxidation state because
field measurements and geochemical modeling showed negligible +3 iron in
waters with more than 200 ug/L (micrograms per liter) dissolved iron
(Eychaner and Stollenwerk, 1985). The ionic balance and ionic strength
(Hem, 1985, p. 16) are reported in data tables for wells drilled by this
project if enough constituents were determined to make the values
meaningful.

NWQL, Stollenwerk, and Puls analyzed water samples for most
metals by inductively coupled plasma-emission spectroscopy (ICP), which
simultaneously determines the concentration of as many as 20 elements. An
elevated concentration of one element, particularly iron, can interfere
with the analytical accuracy and detection limits of other elements that
are present in much lower concentration. Under criteria described by
Eychaner and others (1989, p. 5), two cobalt analyses from NWQL were
deleted because of interference.

Analyses of dissolved fluoride done by the NWQL using the ion-
specific electrode method sometimes produced anomalous results. At large
concentrations, dissolved aluminum complexes with fluoride ions and
prevents the electrode from detecting all the dissolved fluoride present
in the sample. An ion-specific electrode was used to verify fluoride
concentrations in spare sample water by a series of dilutions and standard
additions. As a result, NWQL reports of dissolved-fluoride concentrations
less than 1 mg/L (milligrams per liter) were discarded if dissolved
aluminum was greater than 10 mg/L. Under these criteria, two fluoride
analyses were deleted from the data base. Values for 36 samples analyzed
using the modified ion-specific electrode method were added to the data
base and are included with analyses done by Stollenwerk.
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GROUND WATER
WELL 10

LOCATION.--Lat 33°23/10%, long 110°49/05%, in SEUSE%NW&, sec. 34, T. 1 N., R. 15 E. (A-01-15)34bdd1, 90 m east of Russel
Gulch, and 3 km southwest of Globe.
Landowner: Pinto Valley Division, Magma Copper Corporation

LAND SURFACE DATUM.--1,056.1 m above National Geodetic Vertical Datum of 1929, from topographic map.

REMARKS. --In December 1988, three attempts to drill this well using a hollow-stem auger were abandoned at depths of less than
3 m because of large rocks in holes.

DR“.I.ING AND WELL CONSTRUCTION

The well was cased and screened with nominal 10-centimeter diameter, schedule 40, polyvinyl chloride pipe. The screened
interval is a single 9.1-meter-long pipe that has 5,472 factory-cut slots 4.4 cm long by 0.51 mm wide for a total open
area of 1,228 cm?. The borehole annulus around the slotted pipe is filled with washed pea gravel from uncontaminated
local alluvium. A layer of bentonite pellets was placed in the annulus from approximately 2.0 to 2.6 m above the
slotted pipe. A concrete seal extends from the land surface to 2.4 m. The well was developed in February 1989 by
jetting high-pressure air horizontally through the slots to agitate the formation and airlift water and sediment. Well
continued to yield muddy water after development.

LoGS: D, drillers; G, geologist; P, particle size.

DATE HOLE WELL SCREENED GEOLOGIC BOTTOM LOGS
WELL  COMPLE- DRILLING METHOD DEPTH DEPTH INTERVAL UNIT OF SEAL  AVAILABLE
TED (meters) (meters) (meters) (meters)
10 01-09-89  AIR HAMMER 27.9 27.1 18.0-27.1 BASIN FILL 2.4 DGP

LOG INFORMATION

Bottom
Thick- of depth
ness interval

(m) (m)

Sumary of geologist log:
silt and sand, light brown, loose, dry, poWdery....cccueceecccccesascacasessscsassccncssascscssesassescsaas 0.6 0.6
Sand, light brown, loose, dry; well graded, contains silt in upper pert of interval,

gravel throughout; no sample from 2.7 t0 3.0 Muuceeccecvecsacccasoncucacsscsssssssnscsasacasccsasascnans 70 7.6
Sand and gravel, light brownish-gray, loose; dry above, moist below 8.4 m; well graded, fine to

Very COBPS@...cvceascvcsnannsannns cessasacas cecaecsscssessscstesssesasettasasesnnncsacscscosasacsencasns 1.2 8.8
Sand, brown, loose, moist; fme to medium grained; contains some sticky clay; some cobbles.......ccvevveuae 8.7 17.5
sand and gravel, loose, moist; sand is fine to medium grained; contains rounded gravel 0.01 to 0.02 m

in diameter that is coated with brown clayey silt.....ceeceecucccecccccccacccescnsacesasscncaccssacssass 0.8 18.3
Gravel, sandy, gray brown, loose, moist; sand is medium grained; more clay binder from 18.7 to 19.0 m...... 0.7 19.0
Clay, sandy, gray brown, wet, plastiC...cccececeeceeecunencccscesssesnsansssanncasscsnacancsscnasansscnancas 0.2 19.2
Sand, clayey, brown, very moist, sand is medium grained; more clay in upper half of interval....ccceceueeee 1.2 20.4
No sauples............... ..... .. 0.3 20.7
Sand, silty, loose, dry; contains some gravel, small amount of clay, strong HCl reaction

belou 213 Meniciecencncnnnnns eresesnnassananas ceseaaan cesseaanan R | Y - 21.3
Sand, gravelly, loose, wet; sand is medium to coarse grained; contains some sticky clay..... ceseesssseancas 0.3 26.7
No sanple........... ...... cesssssnacnn ... 1.5 26.2
Sand, gravelly, light gray, loose, moist, well graded, strong HCl reaction.....ccecececcaccecsvcacsscanceas 1.2 27.4

15
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DEPTH, IN METERS

DATE

01-09-89
01-10-89
01-26-89
02-03-89
02-17-89
02-23-89
03-09-89
03-31-89
05-23-89
05-26-89
07-21-89
09-21-89

REMARKS:

WELL

o010
010

WELL 010

PERCENT

WATER
LEVEL,
IN METERS
BELOW LAND
SURFACE

17.54
17.55
17.54
17.55
17.56
17.52
17.53
17.54
17.59
17.56
17.65
17.51

GROUND WATER--Continued
WELL 10--Continued

LOG INFORMATION--Continued

EXPLANATION

SILT AND CLAY

All intervals for which particle-size data are available

contain at least 1-percent silt and gravel.

Intervals

that appear to contain only sand are intervals for which
particle-size data are unavailable.

<, Actual value is known to be less than the value shown.

SPE-
CIFIC
CON- PH
DUCT-  (STAND-
DATE ANCE ARD
(US/CM) UNITS)
€00095) (00400)
03-09-89 623 6.76
05-23-89 646 6.NM

Pu g
L Q '
s
= % 17.5 + -
-0
—J = 18 .
e
]
0
I = 185 |+ WELL /]O .
x O
J
B 19 '
= 1986 1987 1988 1989
WATER QUALITY--FIELD MEASUREMENTS
BICAR- BICAR- OXID-
BONATE  BONATE ATION
WATER WATER RED- AVER-
TEMPER- DIS IT WH IT  OXYGEN, UCTION AGE
ATURE FIELD FIELD DIS- POTEN- D1S- PUMP ING DRAW-
WATER MG/L AS MG/L AS  SOLVED TIAL CHARGE PERIOD DOWN
(DEG C) HCO3 HCO3 (MG/L) (MV) (L/MIN) (HOURS) (M)
(00010) (00453) (00450) (00300) (00090)
17.5 -- 262 7.2 300 2.6 1.4 0.2
17.0 248 -- 7.3 330 2.8 0.5 0.4



LABORATORY :

GROUND WATER--Continued
WELL 10--Continued
WATER QUALITY--LABORATORY MEASUREMENTS

17

10, USGS National Water-Quality Laboratory, Arvada, Colorado; 110, USGS research laboratory (K.G. Stol lemwerk),

Lakewood, Colorado; 120, USGS research laboratory (D.K. Nordstrom), Menlo Park, California; fluoride analyses reported
with Stollerwerk’s analyses were made by Tucson project personnel using a specific-ion electrode.

REMARKS :

WELL DATE
10 03-09-89
10 03-09-89
10 05-23-89
10 05-23-89

WELL DATE
10 03-09-89
10 03-09-89
10 05-23-89
10 05-23-89

WELL DATE
10 03-09-89
10 03-09-89
10 05-23-89
10 05-23-89

WELL DATE -
10 03-09-89
10 03-09-89
10 05-23-89

05-23-89

10

LAB-
ORA-
TORY

10
110
110
120

LAB-
ORA-
TORY

10
110
110
120

LAB-
ORA-
TORY

10
110
110
120

CALCIUM
DIs-
SOLVED
(MG/L
AS CA)

(00915)

59
62
55

1ONIC
BAL-
ANCE

(PER-

CENT

CHRO-
MIUM,
DIS-
SOLVED
(UG/L
AS CR)
(01030)

<5

NICKEL,
DIS-
SOLVED
(UG/L
AS NI)

(01065)

<10
<50
<50

MAGNE -
SIUM,
DIs-

SOLVED

(MG/L

AS MG)

(00925)

19
19
21

IONIC

STRE-

NGTH
(MOL/L)

0.009
0.009
0.009

COBALT,
DIs-

SOLVED
(uG/L
AS €0)

(01035)

<3
<20
<20

SELE-
NIUM,
av)
DIS-
SOLVED
(UG/L
AS SE)

<0.5

SQDIUM,
DIs-

SOLVED
(MG/L
AS NA)

(00930)

33
33
27

SoLIDS,
SUM OF
CONSTI -
TUENTS,
DIS-
SOLVED
(MG/L)
(70301)

347

COPPER,
DIs-
SOLVED
(UG/L
AS CU)

(01040)

<10
20
<10

STRON-
TIWM,
DIS-

SOLVED

(UG/L

AS SR)

(01080)

370
370
370

<, Actual value is known to be less than the value shown.

POTAS-

SIUM, SULFATE
DIs- DIS-
SOLVED  SOLVED
(MG/L (MG/L
AS K) AS SO4)
(00935) (00945)

1.8 76

-- &

-- 68
ALUM-

INUM,  ARSENIC
DIS- DIS-
SOLVED SOLVED

(UG/L (UG/L
AS AL) AS AS)
(01106) (01000)
<10 --
<500 --
<500 --
-- 0.3
TRON, LEAD,
pIs- DIS-
SOLVED  SOLVED
(UG/L (UG/L
AS FE) AS PB)
(01046) (01049)
17 <10
30 -
40 --
VANA-

DIUM, ZINC,
DIS- DIS-
SOLVED  SOLVED
(UG/L (UG/L
AS V) AS ZN)
(01085) (01090)

<6 13
-- 20
-- <15

CHLO- FLUO-
RIDE,  RIDE,
DIS- DIS-
SOLVED SOLVED
(MG/L (MG/L
AS CL) ASF)
(00940) (00950)
15 0.40
16 --
18 0.33
BERYL-
BARIUM,  LIUM,
DIs- DIS-
SOLVED SOLVED
(UG/L (UG/L
AS BA) AS BE)
(01005) (01010)
120 <0.5
MANGA-
LITHIUM  NESE,
DIsS- DIS-
SOLVED  SOLVED
(UG/L (UG/L
AS LI) AS MN)
(01130) (01056)
4 26
-- 40
-- <30
H-2 /
H-1
STABLE
1SOTOPE
TRITIUM RATIO
TOTAL PER
(PCI/L) MIL
€07000) (82082)
22 -
-- -67.0

SILICA,
DIs-
SOLVED
(MG/L

AS
$102)
€00955)

23
25
27

BORON,
DIS-

SOLVED
G/L
AS B)

(01020)

10

MOLYB-
DENUM,
DIs-
SOLVED
(UG/L
AS MO)
€01060)

CADMIUM
DI1s-
SOLVED
(uG/L
AS D)
(01025)

<1
<50
<50
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GROUND WATER--Continued
WELL GROUP 50

LOCATION.--Lat 33°26’11", long 110°49'51%, in SEUSW4SE%, sec. 9, T. 1 N., R. 15 E. (A-01-15)09dcd, 170 m east of Miami Wash,
and 6 km northwest of Globe.
Landowner: Pinto Valley Division, Magma Copper Corporation
LAND SURFACE DATUM.--987.55 m above National Geodetic Vertical Datum of 1929 (levels by U.S. Geological Survey).
REMARKS .- -Wells 51, 52, 53, and 54 were originally identified as MP1W1, MPIW2, MP1W3, and MP1W4, respectively. Well 54 has
been dry since about April 1989.

DRILLING AND WELL CONSTRUCTION

All holes listed below were drilled by normal-circulation rotary drilling with bentonite mud. The wells were cased with
nominal 10-centimeter diameter, schedule 40, polyvinyl chloride pipe. Each well has a single 0.9-meter long, slotted,
10-centimeter diameter, schedule 80, polyvinyl chloride pipe as the well screen. Each screen has 1,470 factory-cut
slots 3.6 cm long by 0.64 mm wide for a total open area of 339 cm?. The borehole annulus around the screen is filled
with washed pea gravel from uncontaminated local alluvium. A layer of bentonite pellets was placed in the annulus from
approximately 0.5 to 1.5 m above the screen. A concrete seal extends from the land surface to the depth listed. The
wells were developed by jetting high-pressure air horizontally through the screen to agitate the formation and airlift
water and sediment until no further visible sediment was removed.

LOGS: C, caliper; E, electric; G, geologist; P, particle-size.

DATE HOLE WELL SCREENED GEOLOGIC BOTTOM LOGS
WELL  COMPLE- DRILLING METHOD DEPTH DEPTH INTERVAL UNIT OF SEAL  AVAILABLE
TED (meters) (meters) (meters) (meters)
51 10-11-84 ROTARY, BENTONITE 3.5 33.4 32.4-33.3 BASIN FILL 3 CEGP
52 10-12-84 ROTARY, BENTONITE 20.1 19.8 18.8-19.7 ALLUVIUM 3 .-
53 10-12-84 ROTARY, BENTONITE 28.0 27.8 26.8-27.7 BASIN FILL 3 --
54 10-12-84 ROTARY, BENTONITE 1.3 11.0 10.0-10.9  ALLUVIUM 3 --
SITE PLAN
N
540Q
@51 ©52 ©53
0 5 10 FEET
| | |
| l ] 1
0 1 2 3 METERS

WATER LEVEL, IN METERS BELOW LAND SURFACE

-------------- WELL NUMBER-----=-=--c=--- seseccmcccccco-WELL NUMBER-----=--c-----
DATE 51 52 53 54 DATE 51 52 53 54
10-06-87 4.63 4.46 4.54 4.42 01-09-89 9.29 9.16 9.22 9.14
11-23-87 5.04 4.86 4.94 4.82 01-27-89 9.54 9.41 9.47 9.38
01-27-88 5.5 5.08 5.15 5.04 03-06-89 10.09 9.95 10.01 9.94
03-31-88 5.68 5.51 5.58 5.47 03-31-89 10.56 10.43 10.48 10.41
05-23-88 6.18 6.02 6.09 5.99 05-22-89 11.42 11.29 11.34 --
06-13-88 6.51 6.35 6.41 6.31 05-26-89 11.50 11.38 11.43 --
07-21-88 7.03 6.87 6.94 6.84 07-21-89 12.61 12.49 12.54 -~
09-21-88 7.76 7.61 7.68 7.59 09-21-89 13.55 13.43 13.47 --
11-21-88 8.59 8.44 8.50 8.42



REMARKS:

GROUND WATER--Continued
WELL GROUP 50--Continued
WATER LEVEL, IN METERS BELOW LAND SURFACE--Continued

0
)
Ll 2 F 4
=
JE ot :
= -
ZW0n 5
) %
Ll
> < gk i
L —J
o
EEJ O 10+ .
—
7 O WELL GROUP 50
; m 12 B -
14_ L ] 1 1
: 1984 1985 1986 1987 1988 1989
WATER QUALITY--FIELD MEASUREMENTS
<, Actual value is known to be less than the value shown.
BICAR-  BICAR- OXID-
SPE- BONATE  BONATE ATION
CIFIC WATER WATER RED- AVER-
CON- PH TEMPER- DIS IT WH IT OXYGEN, UCTION AGE
DUCT-  (STAND-  ATURE FIELD FIELD DIs- POTEN-  DIS- PUMP ING DRAW-
WELL DATE ANCE ARD WATER MG/L AS MG/L AS SOLVED TIAL CHARGE PERIOD DOWN
(US/CM) UNITS) (DEG C)  HCO3 HCco3 (MG/L) (MV)  (L/MIN) (HOURS) (M)
(00095) (00400) (00010) (00453) (00450) (00300) (00090)
51 06-13-88 8500 3.7 18.0 -- 0 0.6 --  8r7. 0.4 --
51 01-09-89 8800 3.65 18.0 - 0 0.6 460 57. 0.3 0.3
51 03-06-89 8400 3.46 18.0 -- 0 <0.1 430 45. 0.3 --
51 05-22-89 7820 3.65 18.5 -- 0 <0.1 420 68. 0.4 .-
51 05-22-89 7820 3.65 18.5 -- o <0.1 420 68. 0.4 --
51 06-13-89 .- -- -- -- -- -- .- -- - --
53 05-22-89 6870 3.64 19.0 -- 0 <0.1 420 1. 0.6 --
54 01-09-89 3800 3.83 17.5 -- 0 -- -- 1.9 0.5 --

19



GROUND MWATER--Continued
WELL GROUP 50--Continued
WATER QUALITY--LABORATORY MEASUREMENTS

LABORATORY: 10, USGS National Water-Quality Laboratory, Arvada, Colorado; 110, USGS research laboratory (K.G. Stollenwerk),
Lakewood, Colorado; 120, USGS research laboratory (D.K. Nordstrom), Menlo Park, California; 310, University of Arizona
Hydrology Department Laboratory, Tucson, Arizona. Flouride analyses reported with Stol lenwerk’s analyses were made by
Tucson project personnel using a specific-ion electrode.

REMARKS: <, Actual value is known to be lLess than the value shown.
MAGNE - CHLO- FLUO- CARBON, CARBON,
CALCIUM SIUM, SODIUM, SULFATE RIDE, RIDE, CARBON, ORGANIC INOR-
DIS- DIS- DIs- DIs- DIs- DIS- ORGANIC DIS- GANIC,
LAB- SOLVED SOLVED SOLVED SOLVED . SOLVED SOLVED TOTAL SOLVED TOTAL
WELL DATE ORA- (MG/L (MG/L (MG/L (MG/L (MG/L (MG/L (MG/L (MG/L (MG/L
TORY AS CA) AS MG) ASNA) AS SO4) ASCL) ASF) AS C) AS C) AS C)
(00915) (00925) (00930) (00945) (00940) (00950) (00680) (00681) (00685)
51 06-13-88 10 - -- - - - - 3.9 .- 40
51 06-13-88 110 410 350 190 8700 440 3% - -- --
51 06-13-88 310 -- -- -- -- -- -- -- 4.2 --
51 01-09-89 10 .- .- .- -~ .- .- .- -- 56
51 01-09-89 110 420 320 190 8600 290 -- .- -- --
51 03-06-89 10 - -- - -- -- -- -- .- 61
51 03-06-89 110 500 380 210 7800 400 -- -- -- .-
51 05-22-89 110 400 310 200 7400 270 31 -- .- -
51 05-22-89 10 - -- -- -- -- -- -- -- 51
51 05-22-89 120 -- -- - -- -~ - -- - --
53 05-22-89 110 350 220 150 5900 220 27 -- -- -
53 05-22-89 10 -- -- -- -- -- -- -- -- 52
54 01-09-89 10 .- -- -- -- -- -- -- -- 21
54 01-09-89 110 510 120 120 2300 190 9.3 -~ -- --
SoLIDS,
SILICA, SUM OF ALUM-
DIS- IONIC CONSTI- INUM, ARSENIC CADMIUM COBALT, COPPER,
SOLVED BAL - IONIC  TUENTS, DIS- DIS- DIS- DIs- DIS-
LAB- (MG/L ANCE STRE- DIs- SOLVED SOLVED SOLVED SOLVED SOLVED
WELL DATE ORA- AS (PER- NGTH SOLVED  (UG/L (uG/L (UG/L (UG/L (UG/L
TORY $102) CENT) (MOL/L) (MG/L) ASAL) ASAS) ASCD) ASCO) AS QU)
(00955) (70301) (01106) (01000) (01025) (01035) (01040)
51 06-13-88 10 -- - -- -- .- -~ -- -- --
51 06-13-88 110 100 2.1 0.397 -- 220000 -~ 870 9300 140000
51 06-13-88 310 -- -- -- - - - - -- -
51 01-09-89 10 -- -- -- -- -- - -- -- --
51  01-09-89 110 97 -5.0  0.359  -- 220000 -- 700 10000 130000
51 03-06-89 10 -- -- -- -~ -- -- -- -- --
51 03-06-89 110 110 6.1 0.370 -- 230000 -- 1000 9500 150000
51 05-22-89 110 98 2.3 0.338 -~ 230000 -- 700 8800 120000
51 05-22-89 10 -- -- -- -- -- -- -- -- --
51 05-22-89 120 -- -- -- -- -- 1 -- -- --
53 05-22-89 110 85 -4.7 0.249 .- 150000 - 500 6100 87000
53 05-22-89 10 -- -~ -- -~ -- - -- -- --
54 01-09-89 10 -- - - - -- - -- -- --
54 01-09-89 110 81 -3.5 0.099 -- 16000 .- <100 1600 18000



LAB-
ORA-
TORY

WELL DATE

51 06-13-88 10
88

51  06-13- 110
51 06-13-88 310
51 01-09-89 10
519 01-09-89 110
51  03-06-89 10
51 03-06-89 110
51 05-22-8¢ 110
51  05-22-89 10
51 05-22-89 120
53 05-22-89 110

53 05-22-89 10

54 01-09-89 10
54 01-09-89 110

The samples listed below were collected as part of a study of the impacts of pumping rate, filter-pore diameter, and sample

IRON,
DIS-

SOLVED

(uG/L

AS FE)

MANGA-
NESE,
DIS-
SOLVED
u6sL
AS M)

(01046) (01056)

2510000

2250000

2710000
2330000

1500000

130000

670000

GROUND WATER--Continued
WELL GROUP 50--Continued
WATER QUALITY--LABORATORY MEASUREMENTS--Continued

NICKEL,
DIS-

SOLVED

(UG/L

AS NID
(01065)

2800

2700

3000
2800

1900

870

SELE-
NILM,
av)
DIS-

SOLVED

(UG/L

AS SE)

STRON-

TIuM, ZINC,
DIs- DIs-
SOLVED  SOLVED
(uG/L (UG/L
AS SR) AS ZN)
(01080) (01090)
1200 20000
1200 18000
1400 24000
1100 19000
930 11000
2100 2900

H-2 /
H-1
STABLE
1SOTOPE
RATIO
PER
MIL
(82082)

WATER QUALITY--EPA FILTRATION STUDY

0-18 /
0-16
STABLE

atmosphere on the analytical concentrations of inorganic constituents in ground water.
U.S. Environmental Protection Agency (EPA).

DRAW
DOWN
(M)

<, Actual value is known to be legss than the value shown.

TEMPER-
ATURE
WATER

(DEG C)

(00010)

LABORATORY :
SAMPLING ATMOSPHERE:
REMARKS :
screen. These samples were otherwise unfiltered.
AVERAGE
DIS- PUMPING
WELL DATE SAMPLE CHARGE PERIOD
NUMBERS (L/MIN) (HOURS)
51 06-13-88 1-7 0.61 1.1
06-13-88 8-13 87. 0.4

18.0

SPE-

CIFIC

CON- PH
DUCT-  (STAND-
ANCE ARD

(US/CM) UNITS)

(00095) (00400)
8000 3.7
8500 3.7

OXYGEN,
DI1s-
SOLVED
(MG/L)
(00300)

0.6

Laboratory analyses done by EPA research laboratory (R.W. Puls), Ada, Oklahoma.
1, Sample filtered and bottled in air; 2, Sample filtered and bottled in nitrogen-filled glove box.
Filter-pore size of 635 represents slot width of well

BICAR-
BONATE
WATER
DIS IT
FIELD
MG/L AS
HCO3
(00453)

BICAR- OX1D-
BONATE ATION
WATER RED-
WH IT UCTION
FIELD POTEN-
MG/L AS TIAL
HCo3 (MV)
(00450) (00090)
0 --
0 --

21

Records were provided by the



WELL

51

WELL

51

DATE

06-13-
06-13-
06-13-

§
o

[)
- d b b b

1

DATE

06-13-88
06-13-88
06-13-88
06-13-88
06-13-88

06-13-88
06-13-88
06-13-88
06-13-88
06-13-88

06-13-88
06-13-88
06-13-88

SAMPLE
NUMBER

DOMNE VS LN -

- ol b
WN =

SAMPLE
NUMBER

-
OV ~NO VNN -

- d b
WN -

SAM
PLING

ATMOS-

PHERE

- -t b ) N NN = wd e

NN

BORON,
DIS-

SOLVED
(UG/L
AS B)

€01020)

<750
<710
<710

<70
<100

<70
<130
<730
<740
<700

<70
<90
<100

FILTER-

PORE
SIZE

(MICRO-
METERS)
(81352)

CADMIUM
DIS-
SOLVED
(UG/L
AS CD)
(01025)

310
310
320
340
260

330
<2500
300
300
310

340
280
290

GROUND WATER--Continued
WELL GROUP 50--Continued
WATER QUALITY--EPA FILTRATION STUDY--Continued

CALCIUM

DIs-

SOLVED

(MG/L

As CA)
€00915)

390
430
440
450
460

450
450
380
390
420

460
450
460

COBALT,
DIS-

SOLVED
(UG/L
As CO)

(01035)

1500
1700
1700
1800
1700

1700
2500
1500
1500
1600

1800
1800
1700

MAGNE-
SIUM,

DIS-

SOLVED

(MG/L

AS MG)
(00925)

320
360
360
370
380

370
370
310
320
340

370
370
390

COPPER,
DI1s-
SOLVED
(UG/L
AS CU)

(01040)

150000
160000
160000
150000
170000

150000
160000
150000
150000
150000

150000
160000
170000

POTAS-
SQDIUM, SIUM,
D1s- DIS-
SOLVED SOLVED
(MG/L (MG/L
AS NA) AS K)
(00930) (00935)
150 7.0
200 10
200 1"
180 15
210 12
180 16
210 1%
150 7.0
170 7.5
180 10
170 17
180 13
200 13
IRON, LEAD,
D1s- DIS-
SOLVED SOLVED
(UG/L (UG/L
AS FE) AS PB)
(01046) (01049)
2680000 <180
2530000 <190
2560000 <190
2690000 <220
2770000 <270
2700000 <220
2780000 <270
2630000 <180
2660000 <180
2490000 <170
2730000 <220
2690000 <260
2770000 <260

SULFATE
DIs-
SOLVED
(MG/L

AS SO4)

(00945)

LITHIUM
DIs-
SOLVED
(UG/L
AS LI)
€01130)

400
580
570
610
380

600
630
440
470
520

580
340
360

CHLO-
RIDE,

DIS-

SOLVED
(MG/L
AS CL)
(00940)

MANGA-
NESE,
DIS-
SOLVED
(UG/L
AS MN)
(01056)

71000
73000
74000
76000
79000

76000
76000
70000
70000
71000

77000
77000
79000

ALUM-
INUM,
DIS-
SOLVED
(UG/L
AS AL)
(01106)

220000
260000
260000
260000
280000

260000
280000
210000
220000
250000

260000
270000
280000

NICKEL,
DIS-
SOLVED
UG/L
AS NI)

(01065)

2600
2900
2900
2900
3200

2900
2900
2500
2500
2800

3000
3100
3200

ARSENIC
DIs-
SOLVED
(UG/L
AS AS)
(01000)

290
<190
200
<190
<190

<180
2500
250
280
250

<190
<190
<200

STRON-
TIUM,
DIs-

SOLVED
(UG/L
AS SR)

(01080)

1200
1400
1400
1500
1300

1500
1500
1200
1200
1300

1500
1300
1300

ZINC,
DIS-
SOLVED
(UG/L
AS 2N)
(01090)

20000
22000
22000
22000
24000

22000
23000
19000
20000
21000

23000
23000
23000



GROUND WATER--Continued
WELL GROUP 100

LOCATION.--Lat 33°26729%, long 110°49/58", in SWUNWKSE%, sec. 9, T. 1 N., R. 15 E. (A-01-15)09dbc, in the right-of-way of
State Highway 88, 150 m east of Miami Wash, and 7 km northwest of Globe.
Landowner: Arizona Department of Transportation

LAND SURFACE DATUM.--985.40 m above National Geodetic Vertical Datum of 1929 (levels by U.S. Geological Survey).

REMARKS.--Wells 101, 102, 103, 104, 105, and 106 were originally identified as X1W1, X1W2, X1W3, X1W4, X1W5, and X1W6,
respectively. Well 104 has been dry since about April 1989.

DRILLING AND WELL CONSTRUCTION

Wells 101-105 were cased with nominal 10-centimeter diameter, schedule 40, polyvinyl chloride pipe. Each well has a single
0.9-meter long slotted, 10-centimeter diameter, schedule 80, polyvinyl chloride pipe as the well screen. Each screen
has 1,470 factory-cut glots 3.6 cm long by 0.64 mm wide for a total open area of 339 cm?. The borehole annulus around
the screen is filled with washed pea gravel from uncontaminated local alluvium. A layer of bentonite pellets was placed
in the annulus from approximately 0.5 to 1.5 m above the screen. A concrete seal extends from the land surface to the
depth listed.

Well 1EX was drilled for exploration purposes. After water samples and cuttings were collected, the hole was sealed with
concrete to its total depth.

The casing of well 106 was accidentally crushed at about the 46-meter depth during pressure grouting. The borehole annulus
probably is grouted from 0 to 15 m and from 46 to 55 m. Air jetting during attempted development removed most water
from the upper casing. The water level rose from 37 to 29 m below land surface during the next 54 days, which
represents an average inflow of 1.2 L/d. The casing then was filled with concrete.

Well 107 was cased with nominal 10-centimeter diameter, schedule 80 polyvmyl chloride pipe. The well has a single 4.4-meter
long slotted, 10-centimeter diameter, schedule 80, polyvinyl chloride pipe as the uell screen. The screen has 3,168
factory~cut slots 3.4 cm long by 0.64 mm urde for a total open area of 689 cm?. The borehole around the screen is
filled with washed pea gravel from uncontaminated local alluvium. A layer of bentonite pellets was placed in the
annulus from approximately 1 to 2 m above the screen. A concrete seal extends from the land surface to the depth
listed.

LOGS: C, caliper; D, driller’s; E, electric; G, geologist; P, particle-size; U, gamma-ganma.

DATE HOLE WELL SCREENED GEOLOGIC BOTTOM LOGS
WELL COMPLE- DRILLING METHOD DEPTH DEPTH INTERVAL UNIT OF SEAL AVAILABLE
TED (meters) (meters) (meters) (meters)
101 10-10-84 ROTARY, BENTONITE 36.3 36.1 35.1-36.0 BASIN FILL 3 CEGPU
102 10-11-84 ROTARY, BENTONITE 25.3 25.2 26.2-25.1 ALLUVIUM 3 --
103 10-11-84 ROTARY, BENTONITE 19.2 25.3 18.1-19.0  ALLUVIWM 3 --
104 10-11-84 ROTARY, BENTONITE 1.3 11.2 10.2-11.1  ALLUVIWM 3 --
1EX 12-11-85 DUAL-WALL AIR ROTARY 77.7 .- -- -- -- DGP
105 05-22-86 ROTARY, BENTONITE 49.1 48.8 47.2-48.1 BASIN FILL 8.1 D
106 05-20-86 ROTARY, BENTONITE 62.5 .- -- -- -- --
107 12-14-88 HOLLOW-STEM AUGER 22.6 19.2 164.9-19.3  ALLUVIUM 1.5 DGP
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GROUND WATER--Continued
WELL GROUP 100--Continued
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LOG INFORMATION

well: 107
Thick-
ness
(m)

Summary of geologist log:
Artificial fill, orange brown, loose, moist, fine to medium grained; contains some rounded gravel

25 t0 51 mm in diameter...icieiiicencnecaneccaccteccaaanncassccanacsancans tecessccecssnsaasessnncsncas 1.9
Clay, crumbly, moist; sandy and Sticky DeloW 2.6 MELerS. .cu.ueseeeeeceenenncoonncoccsoceccconsaancsnsaannns 1.5
Sand, light brown, loose, dry to moist, fine to medium grained; contains cobbles as large as 142 mm

in diameter...ccceeerevecescncacscocceccee cesvceccoa tecaccssscncansascnsans tesececcssesessssscsssacanss 1.0
Clay, sandy, brown, sticky, mOiSt...ccceeeecececncancanan cesssesesssasvanes ceuteaacccasersasesansscacnsans 0.2
Sand, black, loose, medium to coarse grained; contains some gravel............ “esssassassssses tevecncasans 0.2
Sand orange brown, loose, moist, contains some gravel; bright orange stains on quartz

grains below 5.8 meters........ esecustsacassassascocsonennns eeecsscecanasacncasonansae veesssssscssccana 1.0
Sand, brown, bottom half is coarser and contains gravel.......ccccveeeeenaces ceccasscssssasnssassanasasesns 0.7
Sand, orange brown, loose, moist, medium grained.....ceceeeeececennnccacnancane teessecscsssanasasassananens 1.5
No salple .............................................................................................. 1.7
Sand, brown, loose, saturated, med!un to coarse grained; orange staining from 12.0 to 12.9 m and

at 17.1 m; contains some gravel- some clay below 21 m; no samples 10.7-11.9 m, 12.9-13.4 m,

18.9-19.5 m, 20.5-21.0 m..... teesceeasenccaaasatsancaascnnnne R cecccens . 1.9
No sample....... cevsessesascaceascascnansasenssunas ceeeesncecnsascacasasstccctsaanssssacnatassennanntansans 0.3

Bottom
of depth
interval

(m)



DEPTH, IN METERS

GROUND WATER--Continued
WELL GROUP 100--Continued
LOG INFORMATION--Continued

WELL 107 EXPLANATION

Z
74 SILT AND CLAY
All intervals for which particle-size data are available
contain at least 1-percent silt and gravel. Intervals
that appear to contain only sand are intervals for which
particle-size data are unavailable.
0 50 100
PERCENT
WATER LEVEL, IN METERS BELOW LAND SURFACE
------------------------- WELL NUMBER--=--=-=ccccccccccnccc--
DATE 101 102 103 104 105 107
10-06-87 5.39 5.32 5.29 5.29 5.22 --
11-23-87 5.78 5.7 5.69 5.68 5.63 -
01-27-88 5.9 5.87 5.86 5.85 5.80 .-
03-31-88 6.37 6.31 6.29 6.29 6.22 .-
05-23-88 6.93 6.85 6.84 6.84 6.78 -
06-14-88 7.35 7.28 7.27 7.27 7.21 --
07-21-88 7.86 7.78 7.77 7.7 7.76 --
09-21-88 8.34 8.26 8.25 8.25 8.22 --
11-21-88 9.10 9.04 9.02 9.03 8.9 -
12-14-88 .- - .- - .- 9.35
12-21-88 -- -- -- - -- 9.38
01-10-89 9.77 9.71 9.70 9.45 9.65 9.63
01-27-89 10.00 9.9 9.93 9.93 9.88 9.87
03-07-89 10.56 10.50 10.49 10.49 10.45 10.42
03-31-89 11.03 10.98 10.97 10.98 10.93 10.91
05-23-89 12.02 11.97 11.96 -- 11.95 11.90
05-26-89 12.04 11.98 11.97 -- 11.9 1.9
07-21-89 13.13 13.08 13.07 -- 13.05 13.01
09-21-89 14.03 13.98 13.98 - 13.95 13.91



GROUND WATER--Continued
WELL GROUP 100--Continued
WATER LEVEL, IN METERS BELOW LAND SURFACE--Continued
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1984 1985 1986 1987 1988 1989
WATER QUALITY--FIELD MEASUREMENTS
REMARKS: <, Actual value is known to be less than the value shown.
BICAR-  BICAR- OXID-

SPE- BONATE  BONATE ATION

CIFIC WATER WATER RED- AVER-

CON- PH TEMPER- DIS IT WH IT OXYGEN, UCTION AGE

DUCT-  (STAND-  ATURE FIELD FIELD DIs- POTEN-  DIS- PUMP ING DRAW-

WELL DATE ANCE ARD WATER MG/L AS MG/L AS SOLVED TIAL CHARGE PERIOD DOWN

(US/CM) UNITS) (DEG C)  HCO3 HCO3 (MG/L) (MV)  (L/MIN) (HOURS) M)
(00095) (00400) (00010) (00453) (00450) (00300) (00090)

101 04-30-87 7300 3.80 17.5 -- 0 1.0 68. 0.4 0.6
101 06-14-88 7790 3.49 18.0 -~ 0 0.2 410 57. 0.5 0.5
101  01-10-89 7400 3.76 18.0 -~ 0 1.6 440 42. 0.4 0.4
101  03-07-89 7070 3.62 18.5 -- 0 <0.1 420 3.0 0.5 -~
101 05-23-89 6850 3.69 18.0 - 0 <0.1 410 45, 0.4 --
102 05-23-89 5980 3.68 19.0 - 0 <0.1 420 4.5 0.6 --
103  06-14-88 5290 3.51 17.5 -~ 0 1.3 410 42. 0.2 --
103 01-10-89 4800 3.8 18.0 -~ 0 0.2 460 23. 0.3 0.1
103 03-07-89 4740 3.67 18.0 -~ 0 <0.1 430 3. 0.2 -~
103 05-23-89 4660 3.73 18.5 -- 0 <0.1 420 22. 0.4 -~
104 06-14-88 3180 3.7 18.0 -- 0 0.6 430 15. 0.4 --
104 01-10-89 3110 4.01 17.0 -~ 0 -- -- 141 1.0 --
105 06-14-88 4070 6.18 19.0 680 -- 0.3 260 15. 1.1 13.3
105 01-10-89 3700 6.50 18.5 673 -- 0.9 350 14. 1.5 13.9
105 03-07-89 4400 6.30 19.0 .- .- -- -- 0.76 1.0 -~
105 03-07-89 3900 6.34 19.0 -- 661 0.2 310 2.6 0.6 --
105 05-23-89 3610 6.51 21.5 640 -- 0.8 280 13. 1.5 12.1
107 01-10-89 4180 4.07 17.5 -- 0 -~ - 3.8 0.6 -
107 03-07-89 -- 3.72 18.5 - 0 <0.1 440 3.0 0.9 --
107 05-23-89 4310 3. 19.5 -- 0 <0.1 440 4.2 0.6 --



LABORATORY :

GROUND WATER--Continued
WELL GROUP 100--Continued
WATER QUALITY--LABORATORY MEASUREMENTS
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10, USGS National Water-Quality Laboratory, Arvada, Colorado; 110, USGS research laboratory (K.G. Stollerwerk),

Lakewood, Colorado; 120, USGS research laboratory (D.K. Nordstrom), Menlo Park, California; 310, University of Arizonas
Hydrology Department Laboratory, Tucson, Arizona; 320, University of Arizona Geosciences Department Laboratory, Tucson,
Arizona. Fluoride analyses reported with Stollenwerk’s analyses were made by Tucson project personnel using a
specific-ion electrode.

REMARKS:

WELL DATE
101 04-30-87
101 04-30-87
101  04-30-87
101  06-14-88
101 06-14-88
101  06-14-88
101 01-10-89
101 01-10-89
101 03-07-89
101 03-07-89
101 05-23-89
101  05-23-89
101 05-23-89
102 05-23-89
102 05-23-89
103 06-14-88
103 06-14-88
103 06-14-88
103 01-10-89
103 01-10-89
103  03-07-89
103 03-07-89
103 05-23-89
103 05-23-89
104 06-14-88
104 06-14-88
104 06-14-88
104 01-10-89
104 01-10-89
105 06-14-88
105 06-14-88
105 06-14-88
105 01-10-89
105 03-07-89
105 03-07-89
105 05-23-89
105 05-23-89
107 01-10-89
107 01-10-89
107 03-07-89
107 03-07-89
107 05-23-89
107 05-23-89

LAB-
ORA-
TORY

110
320
10
110
310
10
110
10
110
110
120
10

110
10

10
110
310

10
110

10
110
110

10

10
110
310

10
110

10
110
310
110
110
110
120
110

10
110
110

10
110

10

CALCIUM
DIs-
SOLVED
(MG/L
AS QA)

(00915)

450
520
480

460
550
340

370

520
450
460
430

440

390

570
400
530
460

380

420
410
440
410

MAGNE -
SIUM,
oIs-

SOLVED

(MG/L

AS MG)

(00925)

230
320
290

250
270
190

180

180
150
140
150

110

150
110
150
120

110

130
120
140
130

SODIUM,
Dls-

SOLVED
(MG/L
AS NA)

(00930)

170
180
190

180
180
150

160

150
130
120
150

95

8

270
310
320
330

380

110
120
140
130

POTAS-
SIUM,
DIS-

SOLVED
(MG/L
AS K)
€00935)

<, Actual value is known to be less than the value shown.

SULFATE
oIs-
SOLVED
(MG/L

AS SO4)

€00945)

6400

4700

3900
3500
3500
3200

1700

1900

1800
1500
1700
1300

1500

CHLO-
RIDE,
DIs-
SOLVED
(MG/L
AS CL)

190
300
360

280

350
220

210

220

190

270
170

120

120

190
180
150
130

150

160
130
33

FLUO-
RIDE,  CARBON,
DIS-  ORGANIC
SOLVED  TOTAL
(MG/L  (MG/L
ASF) ASC)
(00940) (00950) (00680)
2% 5.6
-- 3.3
2 -
2% -
21 --
15 -
13 -
-- 1.4
5.3 --
5.8 -
-- 1.9
0.22  --
0.28  --
10 -
12 -

170

CARBON,
ORGANIC
DIS-
SOLVED
(MG/L
AS ©)
(00681)



WELL

101
101
101
101
101
101
101
101
10
101
101
10
101

102
102

103
103
103
103
103
103
103
103
103

104
104
104
104
104

105
105
105
105
105
105
105
105

107
107
107
107
107
107

DATE

04-30-87
04-30-87
04-30-87
06-14-88
06-14-88
06-14-88
01-10-89
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89
05-23-89

05-23-89
05-23-89

06-14-88
06-14-88
06-14-88
01-10-89
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89

06-14-88
06-14-88
06-14-88
01-10-89
01-10-89

06-14-88
06-14-88
06-14-88
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89

LAB-
ORA-
TORY

110
320
10
110
310
10
110
10
110
110
120
10

110
10

10
110
310

10
110

10
110
110

10

10
110
310

10
110

10
110
310
110
110
110
120
110

10
110
110

10
110

10

CARBON, SILICA,
INOR-  DIS-  IONIC
GANIC, SOLVED  BAL-
TOTAL  (MG/L  ANCE
(MG/L  AS PER-
AS C)  SI02)  CENT)
(00685) (00955)
53 -- --
-- -- 5.1
-- 87 -9.1
- 10 2.2
56 -- --
-- 97 0.6
59 -- --
- 120 6.1
-- 74 -4.7
61 -- .-
-- 89 -3.0
55 -- --
40 -- .-
-- 10 2.7
39 -- --
-- 9% -2.9
[.6 - -w
-- 39 -3.4
-- 9% 2.2
38 - -
28 -- --
-- 86 5.8
-- 7 5.7
-- 52 -1.2
-- 46 -6.3
-- 48 15
-- 52 5.8
-- 48 0.0
20 -- --
-- 88 -0.4
-- 91 -2.5
35 93 -1.3
-- 80 -2.0
34 .- -

GROUND WATER--Continued
WELL GROUP 100--Continued
WATER QUALITY--LABORATORY MEASUREMENTS--Continued

10NIC

STRE-

NGTH
(MOL/L)

0.152

0.153
0.144

0.081

0.080

0.09%
0.076
0.083
0.075

0.074

0.121
0.124
0.137
0.132

SOL10S,
SUM OF
CONSTI -
TUENTS,
DIs-
SOLVED
(MG/L)
(70301)

DENSITY
(GM/ML

AT

20 C)
(71820)

1.008

NITRO-
GEN,
AMMONIA
DIs-
SOLVED
(MG/L
AS N)
(00608)

NITRO-
GEN, AM-
MONIA +
ORGANIC

oIS.

(MG/L

AS N)
(00623)

1.8

NITRO-
GEN,
NO2+NO3
DIS-
SOLVED
(MG/L
AS N)
(00631)

<0.100



WELL

101
10
10
101
101
101
101
101
101
101
101
101
101

102
102

103
103
103
103
103
103
103
103
103

104
104
104
104
104

105
105
105
105
105
105
105
105

107
107
107
107
107
107

DATE

LAB-
ORA-
TORY

110
320
10
110
310
10
110
10
110
110
120
10

110
10

10
110
310

10
110

10
110
110

10

10
110
310

10
110

10
110
310
110
110
110
120
110

10
110
110

10
110

10

PHOS-
PHOROUS
DIs-
SOLVED
(MG/L
AS P)
(00666)

<0.010

ALLM-
INUM,
DIs-
SOLVED
(UG/L
AS AL)
(01106)

190000
200000
180000

180000
170000
140000

65000

11000

11000

<1000
<1000
<1000
<1000

<1000

41000
45000
57000
50000

ANTI-
MONY,
DIS-
SOLVED
(UG/L
AS $8)
(01095)

e
e

e

<1

GROUND WATER--Continued
WELL GROUP 100--Continued
WATER QUALITY--LABORATORY MEASUREMENTS--Continued

ARSENIC

DIS-

SOLVED

(UG/L

AS AS)
€01000)

0.4

BERYL-
BARIUM,  LIUM,
DIs- DIS-
SOLVED  SOLVED
e/L  (ue/L

AS BA) AS BE)

BORON,
o1s-
SOLVED
(UG/L
AS B)

(01005) (01010) (01020)

300 130

470

CADMIUM
DIs-
SOLVED
(UG/L
AS CD)
€01025)

400
280
710

600
900
400

400

400

200

700
200

<100

<100

<100
<100
<100

<100

100
250

100

CHRO-
MIUM,
DIS-
SOLVED
(uG/L
AS CR)
(01030)

29



WELL

101
101
101
101
101
101
101
101
101
101
101
101
101

102
102

103
103
103
103
103
103
103
103
103

104
104
104
104

105
105
105
105
105
105
105
105

107
107
107
107
107
107

DATE

04-30-87
04-30-87
04-30-87
06-14-88
06-14-88
06-14-88
01-10-89
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89
05-23-89

05-23-89
05-23-89

06-14-88
06-14-88
06-14-88
01-10-89
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89

06-14-88
06-14-88
06-14-88
01-10-89
01-10-89

06-14-88
06-14-88
06-14-88
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89

01-10-89
01-10-89
03-07-89
03-07-89
05-23-89
05-23-89

LAB-
ORA-
TORY

110
320
10
110
310
10
110
10
110
110
120
10

110
10

10
110
310

10
110

10
110
110

10

10
110
310

10
110

10
110
310
110
110
110
120
110

10
110
110

10
110

10

COBALT,
DIS-
SOLVED
(UG/L
AS €0)
(01035)

1100
6700

7400
7600
6300
5000

4400

3800
3400
2400
3000

1300

1200

<40
<40
<40
<40

<40

2600
2100

2100

18000

16000

37000

GROUND WATER--Continued
WELL GROUP 100--Continued
WATER QUALITY--LABORATORY MEASUREMENTS--Continued

IRON,
DIs-
SOLVED
(UG/L
AS FE)
(01046)

1660000

1100000

900000

630000

690000
670000

150000

750

200
100

<40

490000
500000
530000
590000

LEAD, LITHIUM

DIs- DIs-
SOLVED  SOLVED
(UG/L (uG/L

AS PB) AS LD)
€01049) (01130)

MANGA-
NESE,
DIs-
SOLVED
G/L
AS MN)
(01056)

490000
60000
57000

45000
38000
41000
39000

MOLYB-
DENUM,
oIS-
SOLVED
(UG/L
AS MO)
(01060)

NICKEL,
DIS-
SOLVED
(UG/L
AS NI)

(01065)

1900
2100
2500

2200
2300
1200

1700

1400

1200

1000
1200

740

700

<100

<100
<100
<100

<100

970

SELE-
NIUM,
v
DIS-
SOLVED
(UG/L
AS SE)



GROUND WATER--Continued
WELL GROUP 100--Continued
WATER QUALITY--LABORATORY MEASUREMENTS--Continued

H-2/ 0-18/

STRON-  THAL-  VANA- H-1 0-16

TIUM, LI, DIUN,  ZINC, STABLE  STABLE

OIs-  DIs- DIS-  DIS-  ALPHA, ISOTOPE  [SOTOPE

LAB-  SOLVED SOLVED SOLVED SOLVED  DIS- TRITIUM RATIO  RATIO

WELL  DATE  ORA-  (UG/L  (UG/L  (UG/L  (UG/L SOLVED TOTAL  PER PER
TORY  ASSR) ASTL) ASV)  AS ZN) (PCI/L) (PCI/L)  MIL MIL

(01080) (01057) (01085) (01090) (01503) (07000) (82082) (82085)

101 04-30-87  -- -- -- -- -- -- -- -- --
101 04-30-87 110 100 - -- 150000 - -- -- --
101 04-30-87 320 -- -- -- -- 35 -- -- --
101 06-14-88 10 1600 <1 45 15000  -- 39 -- --
101 06-14-88 110 1500  -- -- 17000  -- -- -- --
101 06-14-88 310 -- -- -- -- -- -- -- --
101  01-10-89 10 -- -- -- -- -- 36 -- --
101 01-10-89 110 1600  -- -- 14000  -- -- -- --
101 03-07-839 10 -- -- -- -- -- -- -- --
101 03-07-89 110 1700  -- -- 17000 - -- -- --
101 05-23-89 110 1200  -- -- 900 - -- -- --
101 05-23-839 120 -- -- -- -- -- -- -54.0  -6.60
101 05-23-3%9 10 -- -- -- -- -- -- -- --
102 05-23-89 110 %00 - -- 8900  -- -- -- --
102 05-23-89 10 -- -- -- -- -- -- -- --
103 06-14-88 10 -- -- -- -- -- -- -- --
103 06-14-88 110 1600  -- -- 8300  -- -- -- --
103  06-14-88 310 -- -- -- -- -- -- -- --
103 01-10-89 10 -- -- -- -- -- 37 -- --
103  01-10-89 110 1600 - -- 6300  -- -- -- --
103 03-07-89 10 -- -- -- -- -- -- -- --
103  03-07-89 110 %00  -- -- 6100  -- -- -- --
103  05-23-8%9 110 1500  -- -- 5700  -- -- -- --

103 05-23-89 10 -- -- -- -- -- -- -- --
104 06-14-88 10 -- -- -- -- -- -- -- --

1064 06-14-88 110 1800  -- -- 200 - -- -- --
106 06-14-88 310 -- -- -- - .- .- -- --
104 01-10-89 10 -- -- -- -- -- 2 -- --
104 01-10-89 110 1600  -- -- 2100 - -- -- --
105 06-14-88 10 -- .- -- -- -- &7 -- .-
105 06-14-88 110 1500  -- -- 0 - -- -- .-
105 06-14-88 310 -- -- -- -- -- .- .- .-
105 01-10-89 110 1400 -- -- 50 - -- -- --
105 03-07-89 110 1500  -- -- %0 - .- -- -
105 03-07-89 110 1300  -- -- 100 - .- - -
105 05-23-89 120 -- -- -- -- -- -- -60.0  -8.00
105 05-23-89 110 %00  -- -- 30 -- -- -- --
107 01-10-89 10 -- -- -- -- -- -- -- .-
107  01-10-89 110 1700 - -- 4400 - .- -- -
107 03-07-89 110 1400 - -- 4900 - -- -- --
107 03-07-89 10 1600  -- 7 4500 - -- -- -
107  05-23-8 110 %00  -- -- 5100  -- .- -- --

107 05-23-39 10 -- -- -- -- -- -- - --
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GROUND MWATER--Continued
WELL GROUP 100--Cont inued
WATER QUALITY--EPA FILTRATION STUDY

The samples listed below were collected as part of a study of the impacts of pumping rate, filter-pore diameter, and sample
atmosphere on the analytical concentrations of inorganic constituents in ground water. Records were provided by the
U.S. Environmental Protection Agency.

LABORATORY: Laboratory analyses done by EPA research laboratory (R.W. Puls), Ada, Oklahoma.

SAMPLING ATMOSPHERE: 1, Sample filtered and bottled in air; 2, Sample filtered and bottled in nitrogen-filled glove box.

REMARKS: <, Actual value is known to be less than the value shown. Filter-pore size of 635 represents slot width of well
screen. These sanmples were otherwise unfiltered.

LOH
BICAR-  BICAR- OXID-
SPE- BONATE  BONATE ATION
CIFIC WATER WATER RED-
AVERAGE TEMPER-  CON- PH OXYGEN, DIS IT WH IT UCTION
DIS- PUMPING  DRAW ATURE DUCT-  (STAND- D1s- FIELD FIELD POTEN-
WELL DATE SAMPLE CHARGE PERI0D DOWN WATER ANCE ARD SOLVED MG/L AS MG/L AS TIAL
NUMBERS (L/MIN) (HOURS) (6. )] (DEG C) (US/CM) UNITS) (MG/L)  HCO3 Hco3 (MV)
(00010) (00095) (00400) (00300) (00453) (00450) (00090)
101 03-07-89 1-8 3.0 0.5 18.4 7100 3.6 <0.1 -- 0 420
104 06-14-88 1-6 0.76 1.2 -- 3.0 3020 3.9 0.1 -- 0 440
06-14-88 7-12 15. 0.4 -- 18.0 3180 3.7 0.6 -- 0 430
105 06-14-88 1-5 1.1 1.0 -- 23.5 4400 6.4 0.2 -- -- 240
06-14-88 6-13 15. 1.1 13.3 19.0 4070 6.2 0.3 -- -- 260
03-07-89 1-4 0.76 1.0 -- 19.0 4400 6.3 -~ -- -- --
03-07-89 5-8 2.6 0.6 -- 19.0 3900 6.3 0.2 -- 661 310
107 03-07-89 1-6 3.0 0.9 18.5 -- 3.7 <0.1 -- 0 440

MAGNE - POTAS- CHLO- ALUM-
FILTER- CALCIUM SIUM, SODIUM, SIUM, SULFATE RIDE, INUM,  ARSENIC
SAM PORE D1s- D1s- DIS- D1s- D1s- DIS- DIs- DIs-

PLING SI1ZE SOLVED SOLVED SOLVED SOLVED SOLVED SOLVED SOLVED  SOLVED

WELL DATE SAMPLE ATMOS- (MICRO-  (MG/L (MG/L (MG/L (MG/L (MG/L (MG/L (UG/L (UG/L
NUMBER PHERE METERS) AS CA) ASMG) AS NA) ASK) AS SO4) ASCL) ASAL) AS AS)

(99902) (81352) (00915) (00925) (00930) (00935) (00945) (00940) (01106) (01000)

101 03-07-89 1 1 0.1 462 261 175 6.5 -- == 157000 <100
03-07-89 2 1 0.1 475 281 178 6.5 -- -- 158000 <100
03-07-89 3 1 0.4 483 246 190 6.9 -- -= 161000 <100
03-07-89 4 1 0.4 471 245 185 6.5 -- -- 160000 <100
03-07-89 5 1 5. 473 236 167 7.0 -~ -- 155000 <100
03-07-89 6 1 5. 47 244 181 6.4 -~ -- 159000 <100
03-07-89 7 1 635 469 240 180 7.2 -- -- 157000 <100
03-07-89 8 1 635 484 245 185 7.0 -~ -= 160000 <100

104 06-14-88 1 1 0.1 410 100 78 4.8 -- -- 14000 <45
06-14-88 2 1 0.4 410 90 59 3.8 -- -- 12000 <41
06-14-88 3 1 10. 400 95 66 4.7 .- -- 12000 <42
06-14-88 4 1 635 400 95 68 5.1 -- -- 13000 <42
06-14-88 5 2 0.4 440 110 3 7.6 - -- 13000 <46
06-14-88 6 2 10. 470 120 92 8.8 1900 -- 16000 <52
06-14-88 7 1 0.1 410 100 a3 4.8 1900 120 14000 <47
06-14-88 8 1 10. 410 98 n” 4.4 1900 120 14000 <46
06-14-88 9 1 0.4 410 9 78 5.0 -- .- 14000 <46
06-14-88 10 2 0.03 420 97 59 5.0 -- -- 12000 <50
06-14-88 1" 2 0.4 430 100 76 9.5 -- -- 13000 <65
06-14-88 12 2 10. 480 120 9% 8.3 -- -- 17000 <55
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